
The Steri-Trac® 2/2+ Fixed Area Monitor connects with ChemDAQ’s E-Cell  
sensors to continuously monitor and alert you to hazardous vapor levels  
in the air.

Continuously displays real-time measurements of 
vapor concentrations in parts per million (ppm)01

02

03

04Displays 15-min and 8-hr Time Weighted  
Average (TWA) exposure readings

Customizable audible and visual alarms, 
including impending alerts

Timely and consistent shipment of calibrated 
sensors through ChemDAQ’s exclusive  
Sensor Exchange Program (SXP)

Benefits

Steri-trac® 2/2+
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safer workplaces      Less Risk       Next-level protection

The Steri-Trac® 2/2+ continuously tracks and records vapor 
levels, allowing users to identify areas of concern. Data  
can be easily exported via flash drive for in-depth trend  
analysis and graphing, providing valuable insights to  
help you better manage your environment.

The “Plug & Play” design ensures quick and easy  
installation. An optional password-protected menu  
allows users to seamlessly switch gas types, adjust  
alarms, log data, and customize settings—all from the 
convenient touchscreen interface.

DATA TRACKING &
ANALYSIS

FLEXIBLE &
PROGRAMMABLE
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Sensor Specifications1 by Gas
PARAMETER	 ETHYLENE  	 HYDROGEN	 PERACETIC 	
		  OXIDE 	 PEROXIDE	 ACID

	Range in parts per million (ppm)	 0-50	 0-20	 0-3	

Accuracy2		 10%	 10%	 5%

Resolution in ppm	 0.1	 0.1	 0.01
Temperature Range in Celsius	 -20° to +50°	 0° to +50°	 -20° to +50°

Temperate Range in Fahrenheit	 -4° to 122°	 32° to 122°	 -4° to 122°

Atmospheric Pressure Range	 +/- 10%	 +/- 10%	 +/- 10%

Response Time (T90 (s))	 < 140	 < 150	 < 120	

Relative Humidity	 15-95% non-	 15-95% non-	 15-95% non-
		  condensing with	 condensing with	 condensing with
		  dew point > 0°C	 dew point > 0°C	 dew point > 0°C

Repeatability: Greater of X	 0.2 ppm 	 0.2 ppm	 0.02 ppm
or 5% of signal. X=

Linear Output	 Yes	 Yes	 Yes

Spot-On® Filter Needed	 Yes	 No	 Yes

1 Specifications subject to change				    Control document #SD-103-A-0.00
2 Relative to calibration gas


